Line 48V

ARKOSLIGHT

Name

LINE 2000 48V DIM DALI 2700K N

Artikelnummer

A3763020N

Farbe Schwarz matt
RAL Anodised, bath colour, looks alike RAL 9005
Kategorie TRACKLIGHTS
Typ LED
Bruttolichtstrom 6000 lm
Farbtemperatur 2700 K

Farbstabilitat

MacAdam Step 2

Farbwiedergabeindex CRI>90
Leistung 42 W
166 166 Stromstarke 700 mA
Lichtausbeute 143 Im/W
s & -
1662 23 Nutzlebensdaver der LEDIn 80810 60,000
2003
Leuchtenwirkungsgrad (LOR) 43%
Abstrahlwinkel 98°
Driver Inklusiv
Leistungswerte des Systems 4421TW
Spannung 48Vdc
Helligkeitssteuerung DALI
Schutzklasse @
[ = =
TRACK 48V OPTIONS
Dichtigkeit 1P20

Wireless control

Bitte anfragen

Schienentyp Track 48V
Gewicht 795 g
Gewicht inkl. Verpackung 1390 ¢g

Abmessungen der Verpackung

(55 x 2050 mm

Stiick pro Verpackung

1

Materialien

Aluminium / Polycarbonat

Calle N - Pol. Ind. EL OLIVERAL

46394 Ribarroja del Turia - Valencia (Spain)
Tel. +34 961 667 207 - Fax +34 961 667 054
info@arkoslight.com - www.arkoslight.com

Line 48V ist ein diffus abstrahlendes Lichtmodul fur den bundigen Einsatz in einer 48V-Schiene. Diese Losung
Ubertragt auf dieses Schienensystem die Beleuchtungseigenschaften und die Vorteile der Langsbeleuchtung mit
einem Diffusor fur allgemeine Beleuchtungsanwendungen
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LICHT TECHNISCHE DATEN ARKOSLIGHT

105° 105°
E(0°) 1041
90° 900 E(CO0) 50.6° 133
E(CO) 46.4° 173
75° 75°
E(0°) 260
E(C90) 50.6° 33
E(CO) 46.4° 43
60° 80 60°
E(0°) 116
7.30 E(C90)  50.6° 15
3.0 6.30 E(CO)  46.4° 19
120
45° 45°
E(0°) 65
160 9.74 E(C90) 50.6° 8
\ / 4.0 8.40 E(CO)  46.4° 11
200 E(0°) 42
1217 E(C90)  50.6° 5
5.0 10.50 E(C0)  46.4° 7
30° 15° 0° 15° 30° Distance [m] Cone Diameter [m] Tlluminance [Ix]
_ CO - C180 (Half-value Angle: 92.8°)
=439
Cd/klrEO-CIBO 00 270 n=43% ——— €90 - C270 (Half-value Angle: 101.2°)
Glare Evaluation According to UGR
p Ceiling 70 [ 70 [ 50 [ 50 | 30 70 [ 70 [ 50 [ s0 | 30
p Walls 50 | 30 | 50 | 30 | 30 50 | 30 | 50 | 30 | 30
p Floor 20 | 20 | 20 | 20 [ 20 20 | 20 | 20 | 20 | 20
Room Size Viewing direction at right angles Viewing direction parallel
X Y to lamp axis to lamp axis
2H 2H 221 23.4 22.4 236 238 25 23.8 228 24.0 24.2

3H| 238 250 242 253 255 | 242 254 245 256 259
4H | 246 257 24.9 26.0 26.2 24.8 25.9 25.1 26.2 26.5
6H | 25.2 26.2 25.6 26.5 26.8 25.2 26.3 25.6 26.6 26.9
8H| 255 265 258 268 271 | 254 264 257 267 270
12H| 257 267 261 270 273 | 254 264 258 267 271
4H 2H | 227 238 230 241 244 | 230 241 233 244 247
3H| 247 256 5.1 26.0 26.3 249 259 253 26.2 26.6
4H | 25.6 26.4 26.0 26.8 27.1 25.7 26.6 26.1 26.9 27.3
6H| 264 271 268 275 279 | 263 270 267 274 278
8H| 267 274 27.1 278 282 | 265 272 269 276 28.0
12H | 271 27.7 27.5 28.1 285 26.6 27.2 27.1 2237 28.1
8H 4H | 259 266 264 270 274 | 261 267 265 271 275
6H| 269 274 273 279 283 | 26.8 274 273 278 282
84| 274 278 278 283 288 (271 276 276 280 285
12H| 278 282 283 287 292 | 27.3 277 278 282 287
12H 4H | 260 266 264 270 274 [ 261 267 265 271 276
6H | 27.0 275 27.5 27.9 284 26.9 274 274 27.8 283
8H | 27.5 27.9 28.0 284 289 27.2 frav g 27.7 28.1 28.6

Variation of the observer position for the luminaire distances S

S=1.0H +0.1 / -0.1 +0.1 / -0.1

S=15H +02 / -03 +02 / -03

S=20H +03 / 0.7 +04 / 07
Standard table BKO7 BK06

Correction

Summand i e

Corrected Glare Indices referring to 6000Im Total Luminous Flux
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TRACK 48V ARKOSLIGHT

74
3
SI Corner 90° One Plane Corner 90° Two Planes
LB 125
50
TRACK 48V TRIMLESS —_—
m A338-01-00- | N | WT |
2m A338-02-00- | N | WT | R
3m A338-03-00- | N | WT | - g
Corner 90° One Plane A338-06-00- | N | WT | 3
Corner 90° Two Planes A338-07-00- | N | WT |

PLASTERBOARD CEILING, MANDATORY THICKNESS 12,5mm.
RECOMMENDED FOR INSTALLATIONS WHERE THE PROFILE CAN BE @ *Electrical connection not included *Electrical connection not included
INSTALLED BEFORE THE FALSE PLASTERBOARD CEILING.

https://youtu.be/tgGsQdaYe-w

-i- Corner 90° One Plane
26
— 80
40
TRACK 48V SURFACE
1m A338-11-00- | NT | WT | o © o
~
2m A338-12-00- | NT | WT | © o
@
3m A338-13-00- | NT | WT |
o
Corner 90° One Plane A338-14-00- | NT | WT |
Electrical connection not included
@ Straight joiner included
[ ]
&
Corner 90° One Plane
26
— 80
40
TRACK 48V SURFACE SHORT
m A338-21-00- | NT | WT | o ® °
~
2m A338-22-00- | NT | WT | © °
@
3m A338-23-00- | NT | WT |
o
Corner 90° One Plane A338-24-00- | NT | WT |

@ Electrical connection not included

Straight joiner included

COLOUR | N M RAL 9005 | NT B RAL 9005 | WT [J RAL 9016

Calle N - Pol. Ind. EL OLIVERAL
46394 Ribarroja del Turia - Valencia (Spain)
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TRACK 48V

ARKOSLIGHT

CABLE LENGHT (m]

777774 Ll
900 s [ 10 [ 20 [ a
POWER (W) CABLE SECTION (mm?) TRACK LENGHT (m)
0,75 50 50 X X
100
1,5 50 50 40 25
Max. 24 Kg.
0,75 40 15 X X
150
1.5 50 40 20 X
\79
116
P \ D 8
0434-01-61* N | 100W 48V 298 x 16 x 19 mm oL &
0434-01-62 150W 48V 350 x 30 x 18 mm 118
220, *To be installed inside the track. /
240 2

COMPATIBILITY ACCORDING TO TYPE OF TRACK

TRACK 48V & TRACK 48V SURFACE SHORT

COLOUR | N M RAL 9005

Calle N - Pol. Ind. EL OLIVERAL

46394 Ribarroja del Turia - Valencia (Spain)
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TRACK 48V ARKOSLIGHT

ALL 48V TRACK

Live-End Connector 48V
A338-00-01- | W | N |

Central Connector 48V

A338-00-02- | W | N |

L-JOINT Connector 48V
A338-00-12- | W | N |

Wireless Control 48V

0434-01-31- | W | N | Casambi/AAG Stucchi App

Corner 90° Connector One Plane 48V Cover Gap Tm 48V
A338-00-24- | W | N | A338-00-30- | N | W |

*Not suitable for trimless version

TRIMLESS 48V
Trimless T-Bracket 48V Trimless Clamp for M6 ROD 48V
A338-00-03 A338-00-09

*See accessories quantities

Trimless Long T-Bracket 48V Trimless Track Clamp 48V

3000mm - 4 Pcs.

A338-00-04 A338-00-10
*See accessories quantities
% Trimless Straight Joiner 48V (2 Units) j Trimless Suspension Kit 48V
A338-00-05- | WT | N | - A338-00-08
E I *See accessories quantities
K X * SUGGESTED MOUNTING ACCESSORIES QUANTITIES
Trimless Plaster Installation Guard 1m 48V 1000mm - 2 Pes
A338-00-21 2000mm - 3 Pcs.

SURFACE, SUSPENSION , SURFACE SHORT & SUSPENSION SHORT 48V

/ Surface Straight Joiner 48V
N A338-00-11

COLOUR | N M RAL 9005 | W [J RAL 9016 | NT B RAL 9005 | WT [J RAL 9016

Calle N - Pol. Ind. EL OLIVERAL
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TRACK 48V

ARKOSLIGHT

g / By g2

10

COLOUR

TRIMLESS, SURFACE & SUSPENSION 48V

SURFACE & SUSPENSION SHORT 48V

End 48V

A338-00-06- | WT | NT |
End feed 48V

A338-00-07- | WT | NT |

SURFACE & SURFACE SHORT 48V

Short End 48V

A338-00-18- | WT | NT |

Short End feed 48V
| WT |

A338-00-19- NT |

Power Supply Case 48V

A338-00-29- | NT | WT | 150 W

To be installed aside 48V Surface Tracks

INCL

SUSPENSION & SUSPENSION SHORT 48V

s

Wired Power Supply Case 48V
NT | WT | 150W

A338-00-25- | NO DIM

A338-00-26- | NT | WT | 150W _anll DIM

220
20" "

MAX. 2000

Suspension Kit 48V (2 units)
| WT | NT |

A338-00-15-

e
e

Q - 95
e V N Suspension Feed Kit 48V
Al = A338-00-16- | W | N | NO DIM
S A338-00-17- | W | N | -atll DM
; For remote power supply
A338-00-27- | W | | NO DIM
A338-00-28- | W | | -t DIV
For power supply inside the track
WIRE TRIMLESS ACCESSORIES
FEED I FASTENING
z g
s - B
A023-00-01- | W | N | NO DIM —] = A023-00-05- | W | N |
o] |
A023-00-02- | W | N | DIM

-

REMOTE INCL 020

N B RAL 9005 | W [J RAL 9016 | NT B RAL 9005 | WT [J RAL 9016

* AS MANY PIECES AS NEEDED ACCORDING TO YOUR PRODUCT
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ECODESIGN AND ENERGY LABELLING

ARKOSLIGHT

Fuente de luz (LED) reemplazable por un

profesional autorizado
%) Replaceable (LED only) light source by an
Y authorized professional.
(=i ’

Source lumineuse (LED) remplacable par
un professionnel agréé

Sorgente luminosa (LED) sostituibile da
parte di un professionista autorizzato

Austauschbare (LED] Lichtquelle durch
einen autorisierten Fachmann

($

)

Equipo de control reemplazable por un
profesional autorizado

Replaceable control gear by an authorized
professional

Dispositif de commande remplacable par un
professionnel agréé

Alimentatore sostituibile da parte di un
professionista autorizzato

Auswechselbares Betriebsgerat durch
autorisierten Fachmann

INSTRUCCIONES PARA EL FINAL DE VIDA'Y LA ELIMINACION LOS COMPONENTES
INSTRUCTIONS ON END-OF-LIFE AND COMPONENT DISPOSAL

INSTRUCTIONS POUR LA GESTION DES COMPOSANTS EN FIN DE VIE ET LEUR MISE AU REBUT
ISTRUZIONI PER IL FINE VITA E LO SMALTIMENTO DEI COMPONENTI

ANWEISUNGEN ZUR ENTSORGUNG DER LEUCHTENKOMPONENTEN

Interrumpir la alimentacion del aparato
Cut the power supply to the luminaire
Couper lalimentation du luminaire

Stromversorgung der Leuchte unterbrechen

Interrompere l'alimentazione dell'apparecchio

Quitar la(s) fuente(s) de luz para el desecho

Remove light source(s) for disposal

Retirer la (les) source(s) lumineuse(s) pour l'élimination
Rimuovere la/le sorgente/e di luce per lo smaltimento
Lichtquelle(n) zur Entsorgung entfernen

Quitar la bateria para el desecho

Remove the battery for decommissioning

1 Retirer la batterie pour sa mise au rebut
Rimuovere la batteria per la dismissione
Die Batterie ordnungsgemaf entsorgen

H

b

2

Quitar el equipo de control para el desecho

Remove control gear for disposal

Retirer le dispositif de commande pour l'élimination
Rimuovere l'alimentatore per lo smaltimento
Betriebsgerat zur Entsorgung ausbauen

Enviar los materiales a un centro de recogida RAEE

Send the materials to a WEEE collection centre ~ - TN ~
Envoyer les matériaux dans une déchetterie DEEE [
Inviare i materiali ad un centro di raccolta RAEE
Die Materialien in einem WEEE-Zentrum entsorgen \
!
\
~ 7

Calle N - Pol. Ind. EL OLIVERAL

46394 Ribarroja del Turia - Valencia (Spain)
Tel. +34 961 667 207 - Fax +34 961 667 054
infoldarkoslight.com - www.arkoslight.com

BYear

GUARANTEE




